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IP67, Beam_Ground_Recessed_1, IK10, Beam_Guidance_1, SC1, CE, RCM

A series of circular recessed drive-over luminaires

• IP67 bescherming met gietaluminium behuizing. Ruime keuze uit groottes, 
kaders, montagedieptes, lichtbronnen en stuurtechnologieën naargelang de 
toepassing

• Afstelling van inclinatie voor halfmatte glasversies (behalve voor asymmetrische 
lichtverdelingen A/S)

• Interne stroomvoorziening. Alle modellen zijn voorbekabeld met harskabels voor 
een betere waterbestendigheid en meer installatiegemak

Bij de foto’s, tekeningen en lichttechnische gegevens gaat het louter om symbolische beelden. Voor preciezere productgegevens moet u een product uitkiezen.
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Materialen en Afwerking
Bodies: die-cast aluminium, ENAB44100 (copper free) with powdered paint finish for high corrosion resistance.
Frame: Stainless steel AISI 316L (3mm thick) treated against corrosion or painted aluminium ENAB44100 (copper free).
Standard corrosion class: C3.
Retaining screws: stainless steel
Front glass: toughened semi-frosted.
Glass thicknesses:
Mica Slim A and Mica Slim I: 19mm with stainless steel frame and 15mm with painted aluminium.
Mica Slim S: 15mm with stainless steel frame and 12mm with painted aluminium ENAB44100 (copper free).
Mica Slim SS: 12mm with stainless steel frame and 10mm with painted aluminium ENAB44100 (copper free).
Gasket: anti-ageing silicon.
Recessing box: polypropylene.
Cable: (H07RN-F 3x1,5mm²) min. 0.4m long for all sizes.
Dome window attachments: painted aluminium ENAB44100 for Mica Slim SS versions only..
Anti-slip glass on request.
Holographic films: non-yellowing polycarbonate.
All versions have integral power supply but not dimmable.
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Installatie en Montage
Luminaire delivered complete with body, recessed box, frame and glass. All versions are pre-wired.
For outdoor applications, 30cm drainage gravel or any equivalent drainage system must be used beneath the housing to 
ensure water evacuation. The recessed box can be embedded in asphalt with good drainage once the temperature of the 
asphalt is approximately 80°C.
Luminaire must be operated for 45 minutes without its front glass to avoid moisture build-up inside the housing.
Mica Slim can be installed in areas with a maximum low speed of 30km/hr for the flat versions and 20km/hr for the dome 
versions.
To facilitate quick installation, the wiring can be done via IP68 wiring connectors (SAP codes 96260810, 96260809, 
96272068 and 60800549). For through wiring, IP67 connection boxes can be used (SAP codes 96257909 and 96257908).
All versions have integral power supply.
In accordance to the norm EN60598-2-13, the maximum static load is 5000kg for flat glass with stainless steel frame, 
3500kg for flat glass with aluminium frame.
Colour change RGB lighting technology available in Mica Slim I. For RGB versions, LEDs are driven by DMX control (not 
supplied).
Holographic film set up: open the front glass and insert the holographic film under the glass, with the smooth side of the 
film in contact with the glass. Rotate the film to obtain the required effect.


